
10 | BİRLEŞTİRME ve TEMİZLEME MAKİNELERİ / CORNER ASSEMBLING AND CLEANING MACHINES

NTM
TEK KÖŞE KAYNAK MAKİNESİ / DOKUNMATİK EKRAN (0.2)
SINGLE CORNER WELDING MACHINE / TOUCH SCREEN (0.2)
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TEK KÖŞE KAYNAK MAKİNESİ (0.2)

SINGLE CORNER WELDING MACHINE (0.2)

TR
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OPSİYONEL EKİPMANLAR

OPTIONAL EQUIPMENT 

• Tam otomatik kontrollü
• Maksimum kaynak mukavemeti
• Kaynatılabilir açı: 45° - 180° arası tüm açılar
• Ayak pedalıyla profilleri tek tek sıkıştırma özelliği
• Sağ ve sol profil destek kolları 
• Dijital ekran PLC kontrol sistemi
• Isıtma ünitesi termostatik kontrol düzenine sahiptir
• Kolay kalıp değiştirme sistemi sayesinde zaman 

tasarrufu sağlanır
• Voltaj koruma rölesi ile ani voltaj değişikliklere karşı 

sistemi korur
• Eritme ve yapıştırma zaman ayarı özelliği
• İşlemi otomatik olarak başlatma ve bitirme özelliği

• Fully automatic control
• Maximum welding strength
• Welding between 45° - 180°
• Foot pedal profile clamping
• Letf and right profile holding arms
• Digital screen PLC control
• The heating unit has a thermostatic controller 
• Moulds can be changed easily to save time
• Voltage protecting system
• Adjustable melt and welding time
• Automatic start and stop welding process

• Başlangıçta düşük basınçlı sıkma emniyet özelliği

•  Initially low clamping pressure safety feature

TEK KÖŞE KAYNAK MAKİNESİ
SINGLE CORNER WELDING MACHINE
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